
ASTM E84

Hewlett Packard Client:

11-28-18Date:

1Test Number:

103742345SAT-001Project Number:

SB/JCMOperator:

TEST RESULTS

20FLAMESPREAD INDEX:

10SMOKE DEVELOPED INDEX:

SPECIMEN DATA . . .

7Time to Ignition (sec):
83Time to Max FS (sec):
4.8Maximum FS (feet):

600Max Temperature (F):
541Time to Max Temperature (sec):
46.42Total Fuel Burned (cubic feet):

43.3FS*Time Area (ft*min):
7.2Smoke Area (%A*min):
22.3Unrounded FSI:

CALIBRATION DATA . . .

"PVC-free Nonwoven Durable Wall Paper printed with the HP Latex 300 
Printer Series and HP 831 Latex Inks, HP Latex 500 Printer Series and HP 
871/831 Latex Inks, HP Latex 1000 Printer Series and HP 881 Latex Inks and 
the HP Latex 3000 Printer Series and HP 3M 891/881 Latex Inks" was adhered 
to 5/8 in. thick gypsum and was self-supporting,

Specimen Info:

Never ReachedTime to 980 F (sec):

52.0Time to Ignition of Last Red Oak (Sec):

73.2Red Oak Smoke Area (%A*min):

Never ReachedTime to End of Tunnel (sec):


