
HPVA 

Report On 
Surface Burning Characteristics Determined By 
ASTM E84/ (UL 723) Twenty-Five Foot Tunnel 

Furnace Test Method 

PREPARED FOR: 

Brand Management Group

1605 Main St. Suite 503  

Sarasota, FL 34236 

TEST NUMBER T-15448 

MATERIAL TESTED: 

HP Backlit Polyester Film 

DATE OF ISSUE 2/9/2017 

Page 1 of 6 







� HPVA LABORATORIES-TESTl:\G A'\D CERTIFIC \TlO;\i SER\"ICES 
�. 1825 Michael Faraday Drive, Reston, Virginia 20190 TEL: 703-435-2900 FAX: 703-435-2537 

TEST NUMBER T-15448 

VIII: MATERIAL TESTED 

1) Manufacturer:

2) Burn Number:

3) Average Thickness(in.):
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Brand Management Group 

Sarasota, FL

4) Average Weight (lbs./sq.ft.):

1 

0.289 

1.887 

5) Product Description:

DATE OF TEST 2/9/2017 

6) Color:

7) Surface:

8) Sample Selection:

9) Date of Selection:

HP Backlit Polyester Film 

HP Backlit Polyester Film. The material was mechanically fastened 
to a 1/4" thick cement board backer using staples. Reported weights 
and thicknesses include the cement board backer. 

White 

Face Side 

Manufacturer 

1/27/2017 

10) Material Description By: Manufacturer

11) Method of Mounting: Self-Supporting 

12) Days in Conditioning: 7 

IX: TEST CONDITIONS AND DATA 

1) Specimen Preheat Time (min.) 2:00 

2) Tunnel Brick Temp (deg. F): 101 

3) Time to Zero Mark (seconds): 54 

4) Time to End of Tunnel
or Flamefront Distance: 0.5'@1:00 

5) Time-Distance Curve Area
(min./ft.): 4.8 

6) Fuel and Temperature

a) Fuel (cu.ft./min.): 5.500 

b) Max. Vent End Temp. (deg.F): 592 

c) Time to Max. Temp (min.): 9:48 

7) After Flaming: No 
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X: TEST RESULTS 

Test results calculated on the basis of the area under the curves of flame spread distance and 
smoke developed versus time are provided in the table below for calibration materials and for: 

HP Backlit Polyester Film 

Material Description Flame Spread Smoke Developed 
Index Index 

High Density Inorganic Reinforced Cement Board 0 0 

T-15448 0 30 

Observations: 

Burned through to backer to 10'. Discoloration to 24'. 

Remarks: 

The sample consisted of three 8' long panels laid end-to-end. 

Conclusions: 

Meets Class A, Flame Spread Index 25 or less and Smoke Developed Index 450 or less. 

REPORT PREPARED BY. 

Ct-IL 
Chris Palumbo 

Manager of Fire Testing - Engineer 

REPORT REVIEWED BY: 

/ _ _r, 
-P--¾:zk:� 

Brian Sause 

Director - HPVA Laboratories 

This is a factual report of the results obtained from laboratory tests of sample products The results may be applied only to the products 
tested and should not be construed as applicable to other similar products of the manufacturer. HPVA Laboratories does not verify the 
description of materials and products when the description is provided by the client. The report is not a recommendation or a 
disapprobation by HPVA Laboratories of the material or product tested While this report may be used for obtaining product acceptance 
it may not be used in advertising 






