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HP Premium Clear Window Film

The HP large format printing system—the
complete solution

HP large format printers, Original HP inks and printheads,
and Original HP printing materials are designed to work

together as a system to provide uncompromising image
quality, reliability, and consistency—with every print.

HP large format
printing materials

Quality
Reliability

Consistency

HP large Original
format printers HP inks

Optically clear window film with a permanent adhesive

See transparent window graphics with outstanding image quality

Produce attention-grabbing, long-term indoor decorative window graphics on this optically
clear polyester with excellent clarity and dimensional stability. The clear graphics give the
visual impression of direct printing onto the glass surface, ideal for printers with white ink
capability.

Clear permanent adhesive produces optically clear graphic installs

HP Premium Clear Window Film has an ultra-clear permanent adhesive for complete
transparency, ideal for graphics that include transparent elements, giving the design the
appearance of being cut out. This 2-mil clear polyester release film provides adhesive
smoothness and optical clarity and is REACH compliant'—a regulation of the European Union
adopted to improve the protection of human health and the environment from risks that can
be posed by chemicals.

Gain efficiency and outstanding color fidelity with ICC profiles

Help save time and gain efficiency with ICC profiles to help you quickly get the exact color
you need. Applications include architectural window decorations, indoor window graphics,
decorative glass, interior design, and point-of-sale advertising. Designed for use with HP
Latex Inks.

Target customers Applications Benefits

Print service providers Indoor window graphics Optically clear for decorative window
graphics

Interior designers Architectural window Excellent color vibrancy and sharp details

decorations/signage

Interior design Polyester film for exceptional clarity and
dimensional stability

Trade show and event signage Optically clear permanent adhesive

POS advertising Compatible with HP Latex Inks
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Technical specifications u. °

HP Premium Clear Window Film
For the latest ICC profiles/paper presets, please visit HPLFMedia.com/paperpresets.

Ink compatibility Compatible with Original HP Latex Inks

Weight (base film) 70 g/m? per ISO 536 Test Method

Thickness (base film) 50 microns/2 mil per ISO 20534 Test Method

Base Optically clear polyester film

Liner 2-mil polyester liner

Adhesive Clear, permanent pressure-sensitive adhesive

Finish Gloss

Dry time Instantdry

Minimum application temperature 4to32°C/39to89"F (apply wet on windows)

Service temperature -23t0135°C/-9°Fto 275°F

Lamination Optically PET clear cold laminate. Recommended for added durability.

Shelf life 2 years, unopened in original packaging

Storage temperature 10t029°C/50to 84°F

Storage humidity 351t070% RH

Environmental REACH compliant’

Country of origin Product of Japan

Core size 3-inCore

Ordering information Product Roll sizes UPC codes Region
numbers
AWSE3A 1550 mm x 45,7 m (61in x 150 848412027464 United States, Canada, and Latin

America
Warranty HP large format printing materials are free from defects in materials and workmanship. For warranty statement

please see HPLFMedia.com/mediawarranties. To obtain warranty service, please contact Brand Management Group
customer support at HPLEMedia.com/hp/en/contactus.

T See the HP REACH Declaration published at HP Printing Products and Consumable Supplies.

For detailed information on the HP large format printing materials portfolio and to order, visit HPLFMedia.com
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